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MOUEL 374 X99
— RUN 1 RUN 2 RUN 1 AUN 2
3EB!ALNO. 218203
EFERENCE - on 3.994
ERENCE. . 3745AMSAX990 :
NF'UT ; 24 VDC .
SUTPUT 4-20 mA
PR . g TO 100 PSID
“ULL SCALE PRESSURE RANGE - -
WIRING CONNEGTIONS 00 20004 g
+ INPUT T
- INPUT
“+ OUTPUT
- QUTPUT .
PIN A +PWR./SIG.
PIN B -PWR./S51IG.
PIN C CALIBRATE
PIN D CALIBRATE
PINS E+F NO CONN. S
o 3,994
JE : . ’ - Lo
TS FIBLD CALEBRATION PRESSURE= 79.88132 MID
SALIBRATION GIRGUIT WARRANTY

s advantage of Viatran strain gage pressure sensors

Jetow.

NTERNAL CIRCUIT
Aost sensor models are supplied

wutput signal listed. - - -
IXTERNAL CIRCUIT - - :

f the sensor does hot include the calibration circuit, thé same typs catibration -
:an be accomplished by connecting a resistor of the value indicated across
ne proper pins. This technique is accurate for cable lengths of up to 200 ft.

D Transducer - Internal Caillbration

Shorting pinsg® & D will produce

a 16.783 mi calibration output signal,
D Transducer - External Calibration

Cennecting ohms across

pins & will praduce

a calibration output signat.

ransmitter* - Internal Catibration Circuit and Switch
| 1 represents with a reading
of . - _-
Cal 2 represents with a reading
of S
NOTE: Al calibrations should be pe

has been adjusted for Zefo at zero pressure,

is that the gain or span
if the readout systerm can be set without applying a known pressure input. The .~
ystem satup can be accomplished by using a calibrate circuit as explained =

with an internal shunt calibrate circuit either
15 2 standard or by speciat order. If this sensor has the dircuit included, itwill . - C
& nated below. Simply shorting the proper ping wi_n produce the calibration *

performed only aftér the transduer * . ©~

Viatran Corporation warrants chat its products shall be free from defective parts
- and workmans {P for a period of rwelve (E) mosnths from date of original shipment,
rovided that “Viatran's obligation hereunder shall be limited to correcting any
.- defective workmanaship and/or replacing any defective material F.C0.B. destination.
.. A repair is wartented ninety (90) diys from repair date under conditions of orjginal
warranty period unless superseded by originat warra.mzv- period. H inspecrion by the
Company of sich pioduct does not disclose any defect of workmanship or material, the
ompany’s regular charges will apply.  This warrancy. carries no liability, either
‘expressed- or implie yond our obligation to réplace-the unit which carries the
" warrgnty. This warcdty is in lieu of all other watrancdies of merchantsbility or fitness.

No allowance will be made for any expense incurred for correcting any defective

-workmanship and/or material without written consent by Viatran. Unit must be

shipped to the Company, transportation prepaid, and teturn authorizacion aumber
must be referenced on the package to assure acceptance at our shipping dock. Prices,
. specifications and decisions subject to change withour notice. .

", The Compaay shall not be liable for and the Purchaset assuemes and agrees to in-
demnify and save harmless the Company in respect to any loss or damage thae may
arise through the use by the Purchaser, or others, of any of the Company’s producrs.

‘This warranty is void if the product is subjected to mignse, accident, neglect or
improper application, installation or opeestion. This warranty is void if prior defects in
marerials or workmanship repairs are made by anyone except Viacran or its authorized
service agency. =

REPAIR
Most. Viarran sensors have been designed to be easily repaired and recalibrated if
necessary. If u failure accues, the sensor should be returned 1o the factory for inspection
and testing. If the sensor failure is covered by our one year warrancy policy, the unic will
be repuired as necessary and reshipped withour delay, Sensors usua!lﬁ not covered by
* warranty can be repaired within four to six weeks for approximately thirty to sixty pet
cent of the purchase price. Simple repairs can often'be made for minimum charge.
Udits should be returned to the atention of the Repeir Department, after obtaisning a
recurn authorization oumber from the customer service desk ac (T16) 773-1700.

QUALITY ASSURANCE

QAA
e (201G -4y

! ) , ‘A0 INDUSTRIAL DRIVE
la ran GRANMD ISLAND

CORFPORATION NEW YORK 14372 .

CPHONE Fl6 773 1700 = FAX FIGTTE T4uR




